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The connection from the LSA40 to the 
Essentia or Concerto keypads is done using 
the provide two prong plug. 

A two conductor wire is used as a voltage trigger from 
the LSA40 the NuVo zone keypad.  When the zone is 
turned on this allows to NuVo system audio to pass to 
the zone speakers. When the zone is turned off the 
internal amplifier of the LSA40 is automatically 
engaged.

   LSA40S Local Source Amplifier
for Use with Essentia and Concerto

LSA40 Back LSA40 Front

  50 Watt AC
power adapter
supplied with 
the LSA40P 

AC Power Source

Any stereo line level source signal 
can be amplified through the local 
source speakers using the LSA40.

Any NuVo System zone output can 
be wired to the LSA40 Local Source 
Amplifier.

NuVo System zone speakers.
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The connection from the LSA40 to the 
Simplese keypads is done using a green two 
pin screw down terminal. 

A two conductor wire is used as a voltage trigger from 
the LSA40 the NuVo zone keypad.  When the zone is 
turned on this allows to NuVo system audio to pass to 
the zone speakers. When the zone is turned off the 
internal amplifier of the LSA40 is automatically 
engaged.

    LSA40S Local Source Amplifier
for Use with Generation D Simplese
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The selected zone speaker 
output of the “Generation 
D” Simplese Allport™ is 
wired directly to the 
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Any stereo line level 
source signal can be 
amplified through the 
local source speakers 
using the LSA40.

  50 Watt AC
power adapter
supplied with 
the LSA40P 

NuVo System zone speakers.

Any NuVo System zone output can 
be wired to the LSA40 Local Source 
Amplifier.
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